
GENERAL NOTES DOOR SCHEDULE ABBREVIATIONS 

AL = ALUMINUM

DBL = DOUBLE DOORS

HM = HOLLOW METAL DOOR/ OR FRAME

X = INDICATES LABEL, CLOSER OR ELECT. 
LOCK IS INCLUDED

N/A = NOT APPLICABLE

STL = GALVANIZED STEEL

SC = SOLID CORE WOOD DOOR 

CR = ACCESS CONTROL CARD READER

GL = GLAZING

G = GATE

SG         =            SLIDE GATE

GLAZING MATERIAL TYPES

A. FLOAT OR PLATE GLASS; CLEAR; GLAZING 
QUALITY; 1/4" THICK MINIMUM.

B. SAFETY GLASS; CLEAR, FULLY TEMPERED; 
1/4" THICK MINIMUM.

C. 1-5/16" LAMINATED / INSULATED BASIC LEVEL 
D / LARGE  MISSILE HURRICANE IMPACT 
GLAZING, LOW "E"

D. FIRE RATED GLAZING

NOTE: REF SPECIFICATIONS FOR ADDITIONAL 
INFORMATION ON GLASS TYPES.

DOOR SCHEDULE NOTES

1. ALL DOORS TO BE  1 3/4" UNLESS NOTED 
OTHERWISE.

2. FIELD VERIFY ALL DIMENSIONS.

3. PROVIDE PANIC HARDWARE.  SEE SPECS, 
DOOR HARDWARE SECTION 8.71.00.

4. PROVIDE DOOR CLOSURE & LATCHING 
MECHANISM.

1. REFER TO FINISH SCHEDULE FOR ALL FINISH 
MATERIAL AND FINISH LOCATIONS ALL 
SURFACES EXPOSED TO VIEW ARE TO BE 
PAINTED PER SPECIFICATIONS DIVISION 9

2. HOLLOW METAL FRAMES IN CMU/CONCRETE 
WALLS TO BE BITUMINOUS BACK COATED AND 
GROUT FILLED.  PROVIDE CONDUIT 
RACEWAYS FOR ELECTRONIC WIRING PRIOR 
TO FRAME GROUTING.  PROVIDE ADDITIONAL 
STIFFENING / SUPPORT AS RECOMMENDED BY 
THE DOOR / FRAME MANUFACTURER.

3. ALL DOORS TO BE 1 3/4" UNLESS NOTED 
OTHERWISE\

4. FIELD VERIFY ALL DIMENSIONS

5. REFER TO SPECIFICATION SECTION 08800 FOR 
GLAZING TYPES AND MATERIALS.

6. ALL DOORS IN MASONRY OPENINGS SHALL 
MATCH BLOCK COURSING.

7. FIRE RATED GLAZING SHALL NOT BE WIRED 
GLASS.

8. CONTRACTOR TO COORDINATE DOORS &  
FRAMES, WITH HARDWARE, SECURITY 
DEVICES, POWER AND RELATED ITEMS TO 
ENSURE COMPLETE INSTALLATION AND 
FUNCTIONAL OPERATION.
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DOOR SCHEDULE

Mark
Door
Type Closer

Card
Reader

Glass
Type

Frame
Type Width Height

Frame
Material

Door
Material

Door Fire
Rating

Door HW
Set #

Existing OR
Exterior Door Description

148E D1 Closer Card
Reader

F2 3' - 0" 7' - 0" HM HM 3.0

148F D3 Closer TYPE D F2 3' - 0" 7' - 0" HM HM 45 MIN 15.0

148G D1 Closer Card
Reader

F2 3' - 0" 7' - 0" HM HM 3.0

148H D7 AS SPEC 14' - 0" 14' - 0" NA NA 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel exterior with
light ribbed pattern.

148L D7 AS SPEC 14' - 0" 14' - 0" NA NA 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel exterior with
light ribbed pattern.

148M D7 AS SPEC 14' - 0" 14' - 0" NA NA 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel exterior with
light ribbed pattern.

149 D1 Closer F2 3' - 0" 7' - 0" HM HM 16.0

150 D1 Closer F2 3' - 0" 7' - 0" HM HM 18.0

151 D1 Closer F2 3' - 0" 7' - 0" HM HM 18.0

152 D1 F2 4' - 0" 7' - 0" HM HM 20.0

154A D1 F2 3' - 0" 7' - 0" HM HM 20.0

154B D5 F4 6' - 0" 8' - 0" AS SPEC AS SPEC 27.0 EXTERIOR SHOP
INSULATED OVERHEAD
COILING DOOR

200 D1 Closer F2 3' - 0" 7' - 0" HM HM 5.0 EXTERIOR
DOOR

DOOR STOP AND HOLD
LATCH TO EXT. WALL
REQUIRED; 180 DEGREE
DOOR SWING

201 D1 Closer F2 3' - 0" 7' - 0" HM HM 45 MIN 4.0

201A D2 F4 6' - 0" 7' - 0" HM HM 10.0

T2 D8 F5 3' - 0" 7' - 0" HM HM 12.0

T3 D8 F5 3' - 0" 5' - 0" HM HM 13.0 TRAINING TOWER METAL
ACCESS PANEL

T4 D8 F5 3' - 0" 5' - 0" HM HM 13.0 TRAINING TOWER METAL
ACCESS PANEL

T5 D8 F5 3' - 0" 5' - 0" HM HM 13.0 TRAINING TOWER METAL
ACCESS PANEL

T6 D8 F5 3' - 0" 5' - 0" HM HM 13.0 TRAINING TOWER METAL
ACCESS PANEL

T7 D8 F5 3' - 0" 5' - 0" HM HM 13.0 TRAINING TOWER METAL
ACCESS PANEL

DOOR SCHEDULE

Mark
Door
Type Closer

Card
Reader

Glass
Type

Frame
Type Width Height

Frame
Material

Door
Material

Door Fire
Rating

Door HW
Set #

Existing OR
Exterior Door Description

3' - 0" 1' - 0 19/32"

101 D4 Closer F2 3' - 0 1/16" 7' - 0" AL GL 1.0 STOREFRONT ENTRY
DOOR - FULL LITE 12" AT
BOTTOM

103 D1 F1 3' - 0" 7' - 0" HM SC 19.0

104 D1 F1 3' - 0" 7' - 0" HM SC 14.0

104A D1 F1 3' - 0" 7' - 0" HM SC 20 MIN 21.0

104B D1 F1 3' - 0" 7' - 0" HM SC 22.0

105 D3 Closer TYPE B F1 3' - 0" 7' - 0" HM SC 24.0

106 D1 F1 3' - 0" 7' - 0" HM SC 19.0

107A D3 TYPE D EXISTING
FRAME

3' - 0" 7' - 0" HM HM 45 MIN 15.0

107B D3 TYPE D EXISTING
FRAME

3' - 0" 7' - 0" HM HM 45 MIN 15.0

107C D1 F2 3' - 0" 7' - 0" HM HM 7.0 EXISTING DOOR

107D D1 F2 3' - 0" 7' - 0" HM HM 7.0 EXISTING DOOR

107E D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

107F D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

107G D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

107H D1 AS SPEC 6' - 0" 7' - 0" AS SPEC AS SPEC 25.0

107K D1 AS SPEC 6' - 0" 7' - 0" AS SPEC AS SPEC 25.0

107L D1 F2 3' - 0" 7' - 0" HM HM 12.0 EXISTING DOOR

107N D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

107P D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

107R D7 AS SPEC 10' - 0" 12' - 0" AS SPEC AS SPEC 27.0 1-3/8'' thick polystyrene
insulated, stucco embossed
27 gauge steel ext. with light
ribbed pattern.

111 D3 TYPE B F1 3' - 0" 7' - 0" HM SC 24.0

112A D1 F1 3' - 0" 7' - 0" HM HM 11.0

113 D1 F1 3' - 0" 7' - 0" HM SC 11.0

114A D1 F1 3' - 0" 7' - 0" HM SC 19.0

114B D1 F1 3' - 0" 7' - 0" HM HM 8.0

115 D4 F2 3' - 0" 7' - 0" AL GL 1.0 EXISTING DOOR

117 D1 F1 3' - 0" 7' - 0" HM SC 14.0

118A D4 Closer AS SPEC 3' - 0" 7' - 9 1/2" AL GL 1.0 STOREFRONT ENTRY
DOOR - FULL LITE 12" AT
BOTTOM

118B D4 Closer AS SPEC 3' - 0" 7' - 9 1/2" AL GL 1.0 STOREFRONT ENTRY
DOOR - FULL LITE 12" AT
BOTTOM

119A D4 Closer F2 3' - 0" 7' - 0" AL GL 1.0

120A D5 F3 3' - 6" 8' - 0" AS SPEC AS SPEC 27.0 OVERHEAD ROLLING
DOOR-AS SPECIFIED

120B D5 F3 3' - 6" 8' - 0" AS SPEC AS SPEC 27.0 OVERHEAD ROLLING
DOOR-AS SPECIFIED

120C D5 F3 3' - 6" 8' - 0" AS SPEC AS SPEC 27.0 OVERHEAD ROLLING
DOOR-AS SPECIFIED

124 D1 F1 3' - 0" 7' - 0" HM SC 22.0

125 D1 F1 3' - 0" 7' - 0" HM SC 22.0

126 D1 F1 3' - 0" 7' - 0" HM SC 22.0

127 D1 F1 3' - 0" 7' - 0" HM SC 22.0

128 D1 F2 4' - 0" 7' - 0" HM HM 6.0

129 D1 F1 3' - 0" 7' - 0" HM SC 22.0

130 D1 Closer F1 3' - 0" 7' - 0" HM SC 20 MIN 21.0

131 D1 F1 3' - 0" 7' - 0" HM SC 22.0

132 D1 F1 3' - 0" 7' - 0" HM SC 22.0

133 D1 F1 3' - 0" 7' - 0" HM SC 22.0

134 D1 Closer F1 3' - 0" 7' - 0" HM SC 20 MIN 21.0

135 D1 F1 3' - 0" 7' - 0" HM SC 22.0

136 D1 F1 3' - 0" 7' - 0" HM SC 22.0

137 D1 F1 3' - 0" 7' - 0" HM SC 22.0

138 D1 F1 3' - 0" 7' - 0" HM SC 22.0

139 D1 F1 3' - 0" 7' - 0" HM SC 22.0

140 D1 F1 3' - 0" 7' - 0" HM SC 22.0

140A D1 Closer F1 3' - 0" 7' - 0" HM SC 20 MIN 17.0

140B D1 Closer F1 3' - 0" 7' - 0" HM SC 20 MIN 17.0

140C D1 Closer F1 3' - 0" 7' - 0" HM HM 5.0

141 D1 F2 3' - 0" 7' - 0" HM HM 5.0

142 D1 F1 3' - 0" 7' - 0" HM SC 19.0

143 D3 TYPE B F1 3' - 0" 7' - 0" HM SC 14.0

144 D3 Closer TYPE B F1 3' - 0" 7' - 0" HM SC 24.0

145 D1 F2 3' - 0" 7' - 0" HM HM 23.0

146 D1 F2 3' - 0" 7' - 0" HM HM 12.0

147 D2 F4 6' - 0" 7' - 0" HM HM 2.0

148A D1 Closer F2 3' - 0" 7' - 0" HM HM 8.0

148B D7 AS SPEC 14' - 0" 14' - 0" AS SPEC AS SPEC 27.0

148C D7 AS SPEC 14' - 0" 14' - 0" AS SPEC AS SPEC 27.0

148D D7 AS SPEC 14' - 0" 14' - 0" AS SPEC AS SPEC 27.0

Number Description Date Issued
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CITY OF LONGVIEW FIRE HOUSE No. 5(FF ELEVATION - 372.68')

PINE TREE ROAD

W NIBLICK STREET

W NIBLICK STREET

SUPPLY STREET

AZTEC ALLEY

AZTEC ALLEY

SAW-CUT EXISTING

PAVEMENT (TYP)

INSTALL APPROX 11 SY

OF ASPHALT PAVEMENT

INSTALL APPROX 109 LF OF STANDARD

24" CONCRETE CURB AND GUTTER

INSTALL APPROX 75 LF OF  24"

CONCRETE GUTTER

INSTALL APPROX 39 LF OF STANDARD

24" CONCRETE CURB AND GUTTER

INSTALL APPROX 613 SY OF

7" ASPHALT PAVEMENT

INSTALL APPROX 65 SY

OF ASPHALT PAVEMENT

INSTALL APPROX 2 SY

OF ASPHALT PAVEMENT

INSTALL APPROX 44 SY

OF ASPHALT PAVEMENT

INSTALL APPROX 6 LF OF STANDARD

24" CONCRETE CURB AND GUTTER INSTALL APPROX 9 LF OF STANDARD

24" CONCRETE CURB AND GUTTER

INSTALL APPROX 174 LF OF STANDARD

24" CONCRETE CURB AND GUTTER

INSTALL APPROX 203 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 154 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 21 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 15 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 59 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 60 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 71 SY OF

CONCRETE FOUNDATION

FOR TRAINING CENTER

INSTALL APPROX 47 LF OF

MONOLITHIC CURB AND GUTTER

INSTALL APPROX 46 LF OF

MONOLITHIC CURB AND

GUTTER

INSTALL APPROX 219 SY OF

10" CONCRETE DRIVEWAY

INSTALL APPROX 299 SY OF

10" CONCRETE DRIVEWAY

INSTALL APPROX 140 SY OF

5" CONCRETE PARKING LOT

INSTALL APPROX 625 SY OF

5" CONCRETE PARKING LOT

SAW-CUT EXISTING

CONCRETE DRIVEWAY

INSTALL APPROX 103 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 75 SY OF

5" CONCRETE SIDEWALK
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CITY OF LONGVIEW

FIRE DEPARTMENT No. 5

FF ELEV = 372.68'

INSTALL APPROX 289 LF OF

SECURITY FENCING

REFERENCE ARCHITECTURE

SHEETS

SAW-CUT EXISTING

PAVEMENT (TYP)

INSTALL ADA RAMP

INSTALL ADA RAMP

INSTALL 25' SLIDING GATE

REFERENCE ARCHITECTURE

SHEETS

INSTALL 15' SLIDING GATE

REFERENCE ARCHITECTURE

SHEETS

INSTALL APPROX 3 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 6 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 3 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 14 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 6 SY OF

5" CONCRETE SIDEWALK

INSTALL APPROX 15 SY OF

5" CONCRETE SIDEWALK

INSTALL 4' PEDESTRIAN GATE

INSTALL ADA RAMP

REFER TO LANDSCAPING

SHEETS

INSTALL APPROX 125 LF OF 6'

BUFFTECH SHERWOOD PRIVACY

FENCING BY CERTAINTEED OR

APPROVED EQUAL

INSTALL APPROX 16 SY

OF ASPHALT PAVEMENT

INSTALL APPROX 26 SY

OF ASPHALT PAVEMENT

INSTALL APPROX. 62 LF

OF "NDS SPEE-D

CHANNEL DRAIN", PART

NO. 400, REFER TO

DETAILS

INSTALL APPROX 52 LF

OF 4-IN PVC DRAIN LINE

THROUGH CURB

INSTALL APPROX. 35 LF

OF 4-IN PVC DRAIN LINE

THROUGH CURB

INSTALL APPROX 72 LF

OF 4-IN PVC DRAIN LINE

THROUGH CURB

INSTALL APPROX 52 LF

OF 4-IN PVC DRAIN LINE

THROUGH CURB

INSTALL APPROX 18 LF

OF 4-IN PVC DRAIN LINE

THROUGH CURB

CORE DRILL EXISTING

TRENCH DRAIN AND

INSTALL 4-IN PVC DRAIN

LINE AT FLOWLINE

33'-10"

BOC TO EOP

INSTALL FIRE HYDRANT

REFER TO DETAILS

9'-3"

27'-8"

17'-6"

9'-6"

21'-0"

SETBACK

19'-6"

SETBACK

11'-11"

SETBACK

BUILDING INFORMATION

RENOVATION  = 5,373 SF

NEW CONSTRUCTION = 10,208 SF

TOTAL = 15,581 SF

TALLEST POINT OF BUILDING = 26'

TALLEST POINT OF TRAINING TOWER = 33'

TRAINING TOWER

FF ELEV = 371.18'

10'

INSTALL FIRE HYDRANT

REFER TO DETAILS
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June 5, 2020

PROPOSED

SITE PLAN

C-101R

1" = 20'

0

GRAPHIC SCALE IN FEET

20' 20' 40'

!!! CAUTION !!!

EXISTING OVERHEAD UTILITIES IN VICINITY CONTRACTOR SHALL EXERCISE

EXTREME CAUTION WHEN WORKING NEAR ELECTRIC FACILITIES

!!! WARNING !!!

THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OF THE

LOCATION OF UNDERGROUND UTILITIES. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR LOCATION AND AVOIDING ALL EXISTING UTILITIES BY

CALLING THE "ONE CALL" LOCATOR SERVICE AT 1.800.344.8377 (DIG TESS) OR

1.800.245.4545 TEXAS ONE CALL AT LEAST 48 HOURS PRIOR TO CONSTRUCTION.
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PROPOSED GRADE AT CENTERLINE

6" (MIN)

6" C900 PVC PIPE

@ 3.00% SLOPE

6" 
S

D
R

 2
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P
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C
 @

3
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0
%

S
LO

P
E

SUPPLY STREET

AZTEC ALLEY

0
+

0
0

1+00 1+09

6'' SANITARY SEWER STA 0+00

6'' SOLID SLEEVE

N = 6887961.74

E = 3110180.51

(FIELD VERIFY LOCATION AND

DEPTH OF EXISTING CLEANOUT)

6'' SANITARY SEWER STA 0+42

48" 48" FLAT TOP MANHOLE

Δ = 90°29'55" RT

N = 6887961.31

E = 3110222.43

6'' SANITARY SEWER STA 0+79

INSTALL MAIN LINE DOUBLE CLEANOUT

N = 6887924.17

E = 3110221.72

BENCHMARK 1

BENCHMARK 4

BENCHMARK 1

TOP NUT ON FIRE HYDRANT

LOCATED APPROX 38 LF LT OF

6'' SANITARY SEWER STA 0+64

N = 6887938.67

E = 3110259.91

ELEV = 373.88

BENCHMARK 4

NUT IN SIGN

LOCATED APPROX 41 LF SOUTH OF

6'' SANITARY SEWER STA 1+76

N = 6887780.06

E = 3110209.35

ELEV = 373.64

CITY OF LONGVIEW

FIRE DEPARTMENT No. 5

FF ELEV = 372.68
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C
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L
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E
Y

SUPPLY ST

INSTALL 12" x 6" TAPPING

SADDLE WITH GATE VALVE

AND VALVE BOX

INSTALL THRUST BLOCKING

(FIELD VERIFY LOCATION AND DEPTH)

N = 6887801.03

E = 3110221.77

!!!WARNING!!!

EXISTING GAS LINES

IN AREA

INSTALL 12" X 2" SERVICE SADDLE

REFER TO WATER SERVICE DETAIL

(FIELD VERIFY LOCATION AND DEPTH)

FOR DOMESTIC USE

N = 6887800.93

E = 3110227.32

C900 PVC PIPE

 REFER TO DETAIL

6" DETECTOR CHECK

VALVE AND ASSEMBLY

WATER METER BOX (2x)

INSTALL 12" X 2" SERVICE SADDLE

REFER TO WATER SERVICE DETAIL

(FIELD VERIFY LOCATION AND DEPTH)

FOR IRRIGATION USE

N = 6887800.97

E = 3110224.95

PROPOSED FIRE HYDRANT

PROPOSED FIRE HYDRANT
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6'' WATERLINE AND

6'' SANITARY SEWER

PLAN AND PROFILE

C-102R

AS SHOWN

0

HORIZONTAL SCALE IN FEET

0

VERTICAL SCALE IN FEET

5' 10'5'

10' 20'10'

WARNING!!!

UNDERGROUND AND OVERHEAD UTILITIES IN AREA.

CONTRACTOR TO CONTACT AREA UTILITY

REPRESENTATIVE 48 HOURS PRIOR TO EXCAVATION.

!!! WARNING !!!

THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OF THE

LOCATION OF UNDERGROUND UTILITIES.  THE CONTRACTOR SHALL BE

RESPONSIBLE FOR LOCATION AND AVOIDING ALL EXISTING UTILITIES BY

CALLING THE "ONE CALL" LOCATOR SERVICE AT 1-800-344-8377 (DIG TESS) OR

1-800-245-4545 TEXAS ONE CALL AT LEAST 48 HOURS PRIOR TO CONSTRUCTION.
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AutoCAD SHX Text
EXISTING GRADE AT CENTERLINE

AutoCAD SHX Text
INSTALL APPROX 59 LF OF 6" SDR 26 PVC  GRAVITY SEWER LINE

AutoCAD SHX Text
INSTALL APPROX 35 LF OF 6" C900 PVC FIRE LINE

AutoCAD SHX Text
INSTALL APPROX 20 LF OF 6" C900 PVC  GRAVITY SEWER LINE

AutoCAD SHX Text
INSTALL APPROX 60 LF OF 2" HDPE WATERLINE
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5 3/4"

3 3/4"

4 1/8"

4 3/4"

3/4"

3/4" FLANGE

GRATED INLET

DRAINAGE CHANNEL DETAIL

NTS

MANUFACTURER:

NDS

851 N. HARVARD AVENUE

LINDSAY, CA 93247

PH# 800.726.1994

WEBSITE: www.ndspro.com

PART#: 400 (4 FT), 400-10 (10 FT)

MATERIAL: PVC

COLOR: #400 (GRAY), AND #400-10 (GRAY)

FITS: 2" SCH 40 PIPE, 3" AND 4" SEWER AND DRAIN PIPE

WITH PROPER FITTINGS

UV INHIBITORS

4

'

 

O

R

 

1

0

'

4'-0" OPENING

ALTERNATE 1: PEDESTRIAN GATE DETAIL

NTS

STRETCHER

BARS

BAR BANDS

LOCK

KEEPER

6" (TYP)

8'-0"

(TYP)

3'-0"

(TYP)

1'-0"

2" MIN

6" MAX

4"

18" MIN

28" MAX

6" MIN

12" MAX

FINISHED GRADE

AT HYDRANT

3' x 3' CONCRETE PAD

CLASS "A" CONCRETE

IN UNPAVED AREAS

VARIES

NOTES:

1. CITY OF LONGVIEW ACCEPTABLE FIRE HYDRANTS ASSEMBLIES AREA AS FOLLOWS: MUELLER

A-423, AMERICAN DARLING B84 Btc, OR CLOW-MEDALLION.

2. ALL FIRE HYDRANTS SHALL CONFORM TO AWWA STANDARD SPECIFICATIONS FOR FIRE

HYDRANTS FOR ORDINARY WATER WORKS SERVICE, C-502.

3. TYPICAL VALVE:  ACTUAL VALVE LOCATION WILL DEPEND ON LOCATION OF WATER MAIN.

4. STANDARD BURY DEPTH 4' FEET.

5. SET FIRE HYDRANT ON THE LOT LINE EXTENDED WHEN POSSIBLE.

6. FIRE HYDRANTS SHALL BE YELLOW IN COLOR.

7. ALL MATERIALS SHALL BE AS LISTED ON THE CITY OF LONGVIEW APPROVED PRODUCTS LIST -

LATEST VERSION

MJ GATE VALVE

1' LONG ANCHOR COUPLING

BETWEEN TEE AND VALVE

INSTALL SWIVEL ADAPTER

IF REQUIRED

MJ x MJ

TEE

MEGA LUGS IF PVC

RETAINING GLANDS IF DI

SWIVEL ADAPTER IF SHORT DISTANCE

INSTALL SS ANCHORS RODS AT LOCATIONS

REQUIRED BY THE CITY OF LONGVIEW

MINIMUM 7 CUBIC FEET OF

WASHED GRAVEL OR CLEAN

STONE FILL WRAPPED IN

FILTER FABRIC

MJ HYDRANT

THRUST BLOCKING MUST

NOT BLOCK WEEP HOLE

R
O

W
 
/
 
P

R
O

P
E

R
T

Y
 
L
I
N

E

PUMPER NOZZLE

TO FACE ROAD

FIRE HYDRANT INSTALLATION

NTS

FIRE LINE DETECTOR CHECK VALVE ASSEMBLY

NTS

METER AND

CURB STOPS

CURB STOP

METER COUPLING

CURB STOP

METER COUPLING

CITY APPROVED PLASTIC METER BOX

TO BE INSTALLED AT GRADE FOR

NON-PAVED AREAS

BOX SHALL BE CITY APPROVED TRAFFIC

RATED CDR BOX IN PAVED AREAS

NOTE:

METER BOX OMITTED FOR CLARITY

CURB STOP

METER COUPLING

A

A

SECTION A-A

PLAN VIEW

AMES MODEL 1000 DCV GPM

DETECTOR CHECK VALVE  ASSEMBLY

DIAMETER AS REQUIRED

17"

30"

FLANGED

COUPLING

ADAPTERS

CONCRETE

BLOCKING

AMES MODEL1000

DCV GPM

DETECTOR CHECK

VALVE ASSEMBLY

DIAMETER AS

REQUIRED

CORPORATION VALVES

CONCRETE

BLOCKING

ELEVATION VIEW

CURB STOP

METER COUPLING

NOTE:

ALL MATERIALS SHALL BE AS LISTED ON THE CITY OF LONGVIEW APPROVED PRODUCTS LIST - LATEST VERSION.
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MISCELLANEOUS

DETAILS IV

C-110R

1" = 20'

2'-0"

(TYP)

1'-0"

2
'
-
6

"
 
(
T

Y
P

)

8
'
-
0

"
 
(
T

Y
P

)

SECTION VIEW

N.T.S.

4

NOTES:

1. GATE POST 6-5/8" O.D. STEEL PIPE.

2.  GATE FRAME WORK 1-7/8" O.D. ALUMINUM.

3. TOP OF CONCRETE AROUND THE POST SHALL BE SLOPED TO ALLOW POSITIVE DRAIN AWAY FROM POST.

4. THE CONTRACTOR'S CONSTRUCTION ENTRANCE/EXIT GATE SHALL BE A 24' MANUAL SLIDING GATE. THE CONSTRUCTION

ENTRANCE/EXIT GATE SHALL BE AS SHOWN IN THE ABOVE DETAIL WITHOUT THE ELECTRICAL COMPONENTS.

5. THE AUTOMATIC AND MANUAL SLIDE GATES SHALL BE ALUMINUM GATES.

6. CHAIN LINK FENCE MATERIALS SHALL BE VINYL COATED AND BLACK IN COLOR

ALTERNATE 1: AUTOMATIC SLIDING SECURITY GATE DETAIL

NTS

2-3/8" O.D.

LINE POST

8" MINIMUM

DIAMETER

DRIVE WHEEL

2-3/8" O.D.

TOP RAIL

CHAIN LINK FABRIC 9

GUAGE 2" (BARBED FINISH

TOP AND BOTTOM)

GATE STOP

BLOCK

SECURITY

FENCE

SLIDING GATE

8" MINIMUM

DIAMETER

DRIVE WHEEL

3,500 PSI CONCRETE

@ 28 DAYS (P-610)

CHAIN DRIVEN AUTOMATIC SLIDING GATE

OPERATOR (HYSECURITY SLIDESMART

DC 15 OR ENGINEER APPROVED EQUAL)

EXISTING GROUND

2-3/8" O.D. BOTTOM

RAIL WIDTH

1

8" MINIMUM

DIAMETER

DRIVE WHEEL

8" MINIMUM

DIAMETER

DRIVE WHEEL

1
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LIGHTING PLAN

E-201

3/32" = 1’-0"

SCALE: 3/8" = 1’-0"

TYPICAL BUNK ROOM
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122

AIR 

LOCK105

PANTRY 
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OFFICE
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/ ICE144

BATT. 

CHIEFBUNKER

GEAR
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INTERIOR
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CORRIDOR

123

CORRIDOR

140

CORRIDOR

115

STUDY 

/WORK 

ROOM /OVERFLOW

SLEEPING

116

CORRIDOR

103

LAWN

STORAGE

110

CONNECTOR

118

ELECTRICALLY HELD

C3

NOT TO SCALE

SPARE

ALARM NOTIFICATION
LIGHTING CONTROL SCHEMATIC

SPARE

SPARE

LIGHT FIXTURES

CONTROL CIRCUIT FOR CONTACTOR
PROVIDED BY OWNER.  VERIFY
COIL VOLTAGE REQUIRED WITH
OWNER’S REPRESENTATIVE

CONTROL SCHEMATIC NOTES

1. MOUNT CONTACTOR INSIDE LIGHTING CONTROL SECTION OF

SWITGHGEAR "IFS-2".

2. CONTACTOR SHALL BE EATON #C30CN SERIES.  LOAD

CONTACTS SHALL BE RATED FOR 480V,30A.  A 2-WIRE CONTROL

MODULE SHALL BE PROVIDED FOR ELECTRICALLY HELD

CONTACTORS.  A 3-WIRE CONTROL MODULE SHALL BE

PROVIDED FOR MECHANICALLY HELD CONTACTORS.

GENERAL NOTES

1. REFER TO ARCHITECTURAL PLANS TO DETERMINE AREAS OF

DEMOLITION. REMOVE ALL EXISTING ELECTRICAL EQUIPMENT

IN AREAS OF DEMOLITION. REMOVE ALL EXISTING BRANCH

CIRCUIT CONDUIT AND CONDUCTORS THAT PREVIOUSLY

SERVED LIGHT FIXTURES, RECEPTACLES AND EQUIPMENT

REMOVED DURING DEMOLITION. ALL CONDUIT AND

CONDUCTORS SHALL BE REMOVED BACK TO THE PANELBOARD

THAT THEY ARE SERVED FROM.

2. REFER TO REFLECTED CEILING PLAN ON ARCHITECTURAL

DRAWINGS FOR EXACT LOCATIONS OF CEILING MOUNTED

INTERIOR LIGHT FIXTURES.  REFER TO ELEVATIONS ON

ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF

INTERIOR AND EXTERIOR WALL MOUNTED LIGHT FIXTURES.

3. ALL LIGHTING CONTROL DEVICES AND PROGRAMMING SHALL

COMPLY WITH 2015 IECC.

4. INTERCONNECT ALL CEILING MOUNTED MOTION SENSORS,

ROOM CONTROLLERS AND LOW  VOLTAGE WALL SWITCHES

LOCATED IN A ROOM OR CORRIDOR SO THAT THEY FORM AN

INTEGRATED LIGHTING CONTROL SYSTEM FOR ROOM OR

CORRIDOR.

5. FOR RESTROOMS, LOBBIES, STAIRWAYS AND CORRIDORS

CEILING SENSORS SHALL OPERATE AS AUTOMATIC 100% ON

AND AS A VACANCY OFF AFTER DETECTING NO OCCUPANTS

FOR 30 MINUTES.  FOR ALL OTHER SPACES, CEILING SENSORS

SHALL OPERATE AS AUTOMATIC 50% ON AND VACANCY OFF

AFTER DETECTING NO OCCUPANTS FOR 30 MINUTES.  ALL

SPACES WITH CEILING SENSORS SHALL HAVE A MANUAL

SWITCH(ES) TO DIM THE LIGHTS UP/DOWN AND TO ALLOW

OCCUPANTS TO TURN THE LIGHTS ON/OFF.

6. CONNECT LIGHT FIXTURE TYPES "X1", "Z1" AND THOSE WITH AN

"E" SUFFIX TO CIRCUIT L1-42 UNLESS SHOWN OTHERWISE.

PLAN NOTES
PRIOR TO INSTALLATION VERIFY THE EXACT LOCATION AND

CONNECTION REQUIREMENTS FOR ALL EQUIPMENT DESIGNATED BY

PLAN NOTES.

1. WALL MOUNTED MOTION SENSOR WITH INTEGRAL 0-10V

DIMMING (WATTSTOPPER #PW-311).  VERIFY THAT IT IS

COMPATIBLE WITH 0-10V LED DRIVERS IN LIGHT FIXTURES TO

BE CONTROLLED BY INTEGRAL DIMMER.  PROGRAM SENSOR SO

THAT IT IS MANUAL ON AND VACANCY OFF AFTER DETECTING

NO OCCUPANTS FOR 30 MINUTES.  IF MORE THAN ONE

WATTSTOPPER DEVICE #PW-311 IS INSTALLED IN A ROOM,

CONNECT THEM TOGETHER AS SHOWN IN THE "MULTI-WAY"

WIRING SCHEMATIC IN THE INSTALLATION MANUAL SO THAT ALL

WATTSTOPPER #PW-311 DEVICES WILL BE ABLE TO CONTROL

ALL LIGHT FIXTURES LOCATED IN THE ROOM.  

2. EXHAUST FAN.

3. 0-10V DIMMER (PASS & SEYMOUR #CD4FB3LP).

4. PROVIDE A FAN RATED SWITCH FOR CEILING FAN AND A SINGLE

POLE SWITCH FOR THE FAN LIGHT KIT.

5. HVLS FAN.

6. CONNECT TYPE "M1" LIGHT FIXTURES TO CIRCUIT L1-2.

7. CONNECT LIGHT FIXTURES AND CEILING FAN TO THE SAME

CIRCUIT SERVING RECEPTACLES LOCATED IN ROOM.

8. MOUNT TYPE "H5" FIXTURES 16’-0" TO BOTTOM OF FIXTURE

ABOVE FINISHED FLOOR.

9. VERIFY MOUNTING HEIGHT OF TYPE "H5" FIXTURES WITH

OWNER’S REPRESENTATIVE.

10. ALARM NOTIFICATION LIGHT.  INSTALL A TYPE "D4" LIGHT

FIXTURE AND CONNECT TO CIRCUIT AS SHOWN ON "ALARM

NOTIFICATION LIGHTING CONTROL SCHEMATIC".
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LIGHTING PLAN

E-202

3/32" = 1’-0"

SCALE: 3/32" = 1’-0"
1

TRAINING TOWER
1ST FLOOR

SCALE: 3/32" = 1’-0"
3

SCALE: 3/32" = 1’-0"
4

SCALE: 3/32" = 1’-0"
2

TRAINING TOWER
3RD FLOOR

TRAINING TOWER
ROOF

TRAINING TOWER 2ND FLOOR
AND MECHANICAL MEZZANINE
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3 

3 
L1-28

ELEVATED

MECHANICAL

201

GENERAL NOTES

1. REFER TO ARCHITECTURAL PLANS TO DETERMINE AREAS OF

DEMOLITION. REMOVE ALL EXISTING ELECTRICAL EQUIPMENT

IN AREAS OF DEMOLITION. REMOVE ALL EXISTING BRANCH

CIRCUIT CONDUIT AND CONDUCTORS THAT PREVIOUSLY

SERVED LIGHT FIXTURES, RECEPTACLES AND EQUIPMENT

REMOVED DURING DEMOLITION. ALL CONDUIT AND

CONDUCTORS SHALL BE REMOVED BACK TO THE PANELBOARD

THAT THEY ARE SERVED FROM.

2. REFER TO REFLECTED CEILING PLAN ON ARCHITECTURAL

DRAWINGS FOR EXACT LOCATIONS OF CEILING MOUNTED

INTERIOR LIGHT FIXTURES.  REFER TO ELEVATIONS ON

ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF

INTERIOR AND EXTERIOR WALL MOUNTED LIGHT FIXTURES.

3. ALL LIGHTING CONTROL DEVICES AND PROGRAMMING SHALL

COMPLY WITH 2015 IECC.

4. INTERCONNECT ALL CEILING MOUNTED MOTION SENSORS,

ROOM CONTROLLERS AND LOW  VOLTAGE WALL SWITCHES

LOCATED IN A ROOM OR CORRIDOR SO THAT THEY FORM AN

INTEGRATED LIGHTING CONTROL SYSTEM FOR ROOM OR

CORRIDOR.

5. FOR RESTROOMS, LOBBIES, STAIRWAYS AND CORRIDORS

CEILING SENSORS SHALL OPERATE AS AUTOMATIC 100% ON

AND AS A VACANCY OFF AFTER DETECTING NO OCCUPANTS

FOR 30 MINUTES.  FOR ALL OTHER SPACES, CEILING SENSORS

SHALL OPERATE AS AUTOMATIC 50% ON AND VACANCY OFF

AFTER DETECTING NO OCCUPANTS FOR 30 MINUTES.  ALL

SPACES WITH CEILING SENSORS SHALL HAVE A MANUAL

SWITCH(ES) TO DIM THE LIGHTS UP/DOWN AND TO ALLOW

OCCUPANTS TO TURN THE LIGHTS ON/OFF.

6. CONNECT LIGHT FIXTURE TYPES "X1", "Z1" AND THOSE WITH AN

"E" SUFFIX TO CIRCUIT L1-42 UNLESS SHOWN OTHERWISE.

PLAN NOTES
PRIOR TO INSTALLATION VERIFY THE EXACT LOCATION AND

CONNECTION REQUIREMENTS FOR ALL EQUIPMENT DESIGNATED BY

PLAN NOTES.

1. WALL MOUNTED MOTION SENSOR WITH INTEGRAL 0-10V

DIMMING (WATTSTOPPER #PW-311).  VERIFY THAT IT IS

COMPATIBLE WITH 0-10V LED DRIVERS IN LIGHT FIXTURES TO

BE CONTROLLED BY INTEGRAL DIMMER.  PROGRAM SENSOR SO

THAT IT IS MANUAL ON AND VACANCY OFF AFTER DETECTING

NO OCCUPANTS FOR 30 MINUTES.  IF MORE THAN ONE

WATTSTOPPER DEVICE #PW-311 IS INSTALLED IN A ROOM,

CONNECT THEM TOGETHER AS SHOWN IN THE "MULTI-WAY"

WIRING SCHEMATIC IN THE INSTALLATION MANUAL SO THAT ALL

WATTSTOPPER #PW-311 DEVICES WILL BE ABLE TO CONTROL

ALL LIGHT FIXTURES LOCATED IN THE ROOM.  

2. EXHAUST FAN.

3. 0-10V DIMMER (PASS & SEYMOUR #CD4FB3LP).

4. PROVIDE A FAN RATED SWITCH FOR CEILING FAN AND A SINGLE

POLE SWITCH FOR THE FAN LIGHT KIT.

5. HVLS FAN.

6. CONNECT TYPE "M1" LIGHT FIXTURES TO CIRCUIT L1-2.

7. CONNECT LIGHT FIXTURES AND CEILING FAN TO THE SAME

CIRCUIT SERVING RECEPTACLES LOCATED IN ROOM.

8. MOUNT TYPE "H5" FIXTURES 16’-0" TO BOTTOM OF FIXTURE

ABOVE FINISHED FLOOR.

9. VERIFY MOUNTING HEIGHT OF TYPE "H5" FIXTURES WITH

OWNER’S REPRESENTATIVE.

10. ALARM NOTIFICATION LIGHT.  INSTALL A TYPE "D4" LIGHT

FIXTURE AND CONNECT TO CIRCUIT AS SHOWN ON "ALARM

NOTIFICATION LIGHTING CONTROL SCHEMATIC".

6/
30

/2
02

0 
3:

21
:4

2 
P

M
©

 2
02

0 
- M

oo
dy

 &
 P

hi
lli

ps
 E

le
ct

ric
 C

o.
TX

 F
irm

 R
eg

is
tra

tio
n 

#F
-0

00
55

3

www.moody-phillips.com


E-203

N/A

LIGHT FIXTURE 

SCHEDULE

AND

LIGHTING CONTROL 

SCHEMATIC

NO. 3 REVISE SCHEDULE 7-3-2020

P
R

O
F

E
S
S
IONAL E

NG
IN

E
E

R

R
EGISTER

E

D

S

T
A
TE OF TE

X
A

S

83368

LEE K. PHILLIPS

1006

FIRE STATION NO.5

CITY OF LONGVIEW

Number Description Date Issued

rc
hi
te
ct
s

De
si
gn

Gr
ou

p

Architects and Planners
I.S.K. Reeves V, F.A.I.A.

Ian A. Reeves, A.I.A.

Susan Gantt A.I.A., LEED-AP

333 N. Knowles Ave.

Winter Park, Florida 32789

(407) 647-1706

Corporate Registration 

Number: 

REVISIONS/ADDENDA

SHEET TITLE:

scale:

drawn:

checked:

approved:

date:

PROJECT NUMBER:

SHEET NUMBER:

BR1177

CDP

LKP

LKP

05, 2020

ENGINEERING  *  CONSTRUCTION

ELECTRIC CO, INC.

MOODY & PHILLIPS

1205 S. Bennett Ave.

Tyler, Texas 75701

(903) 597-5001

www.moody-phillips.com

Texas Registration # F-553

CONSTRUCTION SET

JUNE

HAND

OFF

AUTO

PT1

PHOTOCELLTIMECLOCK

HAND

OFF

AUTO

T2

ELECTRICALLY HELD

C1

ELECTRICALLY HELD

C2

TIMECLOCK

L1-1

L1-3

L1-7

L1-9

SPARE

HOA-1

HOA-2

L-11

L1-5

WALLPACKS

WALLPACKS

1
NOT TO SCALE

LIGHTING CONTROL SCHEMATIC

LIGHT POLES

LIGHT POLES

LIGHT POLES

SPARE

SPARE

L1-13

L1-15

SPARE

WALLPACKS

WALLPACKS

WALLPACKS

L1-40

CONTROL SCHEMATIC NOTES

1. MOUNT CONTACTORS, TIMECLOCKS AND HOA SWITCHES

INSIDE LIGHTING CONTROL SECTION OF SWITGHGEAR "IFS-2".

2. CONTACTORS SHALL BE EATON #C30CN SERIES.  LOAD

CONTACTS SHALL BE RATED FOR 480V,30A.  A 2-WIRE CONTROL

MODULE SHALL BE PROVIDED FOR ELECTRICALLY HELD

CONTACTORS.  A 3-WIRE CONTROL MODULE SHALL BE

PROVIDED FOR MECHANICALLY HELD CONTACTORS.

3. TIMECLOCK SHALL BE A TORK #DWZ100B.

4. PHOTOCELL SHALL BE A TORK #2001.

5. HAND-OFF-AUTOMATIC SWITCH (HOA) SHALL BE AN EATON #E22

SERIES. 

LIGHTING CONTROL NOTES

1. ALL LIGHTING CONTROL DEVICES AND PROGRAMMING SHALL

COMPLY WITH 2015 IECC.

2. TIMECLOCK "T1" CONTROLLING THE SIGN SHALL BE

PROGRAMMED TO TURN OFF SIGN AS A FUNCTION OF

AVAILABLE DAYLIGHT VIA THE PHOTOCELL.  THE OWNER MAY

HAVE ADDITIONAL REQUIREMENTS DURING NIGHT TIME THAT

THE SIGN WILL BE TURNED OFF.  VERIFY REQUIREMENTS WITH

OWNER’S REPRESENTATIVE AND PROGRAM THE TIMECLOCK AS

DIRECTED BY OWNER’S REPRESENTATIVE.

3. TIMECLOCK "T2" CONTROLLING THE EXTERIOR LIGHTS SHALL

BE PROGRAMMED TO TURN OFF LIGHTS AS A FUNCTION OF

AVAILABLE DAYLIGHT VIA THE PHOTOCELL.  THE OWNER MAY

HAVE ADDITIONAL REQUIREMENTS DURING NIGHT TIME THAT

THE LIGHTS WILL BE TURNED OFF.  VERIFY REQUIREMENTS

WITH OWNER’S REPRESENTATIVE AND PROGRAM THE

TIMECLOCK AS DIRECTED BY OWNER’S REPRESENTATIVE.

LIGHTING FIXTURE SCHEDULE

TYPE DESCRIPTION MOUNTING VOLTAGE OUTPUT MANUFACTURER & "SERIES" NOTES

 A1 
2’ x 4’ LED TROFFER, EDGE LIT FLAT PANEL,  MATTE WHITE LENS, 0-10V DIMMING, INTEGRAL

OCCUPANCY AND DAYLIGHT SENSOR, DAMP LOCATION RATED
RECESSED 120/277V

5000K

6,400 LUMENS
METALUX "24FPX"

 B3 2’ X 2’ LED TROFFER WITH CENTER PRISMATIC LENS, 0-10V DIMMING RECESSED 120/277V
3500K

4,400 LUMENS
METALUX "22RLN"

 C4 4FT LED STRIP, ROUND FULL FROST LENS, WIDE DISTRIBUTION, 0-10V DIMMING SURFACE 120/277V
5000K

4,200 LUMENS
METALUX "SNLED"

 C5 
4FT LED STRIP, ROUND FULL FROST LENS, WIDE DISTRIBUTION, 0-10V DIMMING, INTEGRAL

OCCUPANCY SENSOR
SURFACE 120/277V

5000K

4,200 LUMENS
METALUX "SNLED"

 C8 8FT LED STRIP, ROUND FULL FROST LENS, WIDE DISTRIBUTION, 0-10V DIMMING SURFACE 120/277V
5000K

8,400 LUMENS
METALUX "SNLED"

 D1 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%
RECESSED 120/277V

3000K

3,000 LUMENS
PORTFOLIO "LDSQ6B"

 D2 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%
RECESSED 120/277V

3500K

1,500 LUMENS
PORTFOLIO "LDSQ6B"

 D3 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%, GASKET KIT FOR IP66 RATING
RECESSED 120/277V

3000K

3,000 LUMENS
PORTFOLIO "LDSQ6B"

 D4 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%
RECESSED 120/277V

3500K

5,000 LUMENS
PORTFOLIO "LDSQ6B"

 D5 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%
RECESSED 120/277V

3500K

1,500 LUMENS
PORTFOLIO "LD6B"

 D6 
6" SQUARE LED DOWNLIGHT WITH BAR HANGERS, SPECULAR CLEAR ALZAK REFLECTOR, 45 DEGREE

BEAM ANGLE, SELF FLANGED, 0-10V DIMMING TO 1%, GASKET KIT FOR IP66 RATING
RECESSED 120/277V

4000K

3,000 LUMENS
PORTFOLIO "LD6B"

 F1 56" 3 BLADE FAN, BRUSHED NICKEL FINISH WITH MATCHING BLADES SURFACE 120/277V NA MODERN FAN "IC3-BN-56-NK-NL"

 F2 56" 3 BLADE FAN, BRUSHED NICKEL FINISH WITH MATCHING BLADES, LIGHT KIT SURFACE 120/277V
3000K

1,800 LUMENS
MODERN FAN "IC3-BN-56-NK-570"

 H5 
HIGH BAY, MEDIUM DISTRIBUTION, CLEAR ACRYLIC LENS, 0-10V DIMMING, HOOK MOUNT, FROSTED

REFLECTOR, INTEGRAL OCCUPANCY AND DAYLIGHT SENSOR, IP66 RATING, WHITE FINISH
PENDANT 120/277V

5000K

32,000 LUMENS
METALUX "BMK"

 L1 LED VANITY LIGHT, SATIN NICKEL FINISH, ACRYLIC DIFFUSER SURFACE 120V
3000K

2,400 LUMENS
DECO LIGHTING "LEDVAN001-18"

 L41 
4FT, 4 INCH LINEAR FIXTURE, DIRECT/INDIRECT OPTICS, AIRCRAFT CABLE SUSPENDED, 0-10V

DIMMING, COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE
SUSPENDED 120/277V

3500K

2,300 LUMENS
NEO-RAY "S124DIP"

 L42 
4FT, 2 INCH LINEAR FIXTURE, DIRECT/INDIRECT OPTICS, AIRCRAFT CABLE SUSPENDED, 0-10V

DIMMING, COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE
SUSPENDED 120/277V

3500K

1,900 LUMENS
NEO-RAY "S122DIP"

 L43 
4FT, 2 INCH LINEAR RECESSED FIXTURE, SATIN FLUSH DIFFUSER, 0-10V DIMMING, COLOR TO BE

SELECTED BY OWNER’S REPRESENTATIVE
RECESSED 120/277V

3500K

2,700 LUMENS
NEO-RAY "S122DR"

 L44 
4FT, 2 INCH LINEAR RECESSED FIXTURE, SATIN FLUSH DIFFUSER, 0-10V DIMMING, COLOR TO BE

SELECTED BY OWNER’S REPRESENTATIVE, DAMP LOCATION RATED
RECESSED 120/277V

4000K

2,700 LUMENS
NEO-RAY "S122DR"

 L82 
8FT, 2 INCH LINEAR FIXTURE, DIRECT/INDIRECT OPTICS, AIRCRAFT CABLE SUSPENDED, 0-10V

DIMMING, COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE
SUSPENDED 120/277V

3500K

3,800 LUMENS
NEO-RAY "S122DIP"

 L83 
8FT, 2 INCH LINEAR RECESSED FIXTURE, SATIN FLUSH DIFFUSER, 0-10V DIMMING, COLOR TO BE

SELECTED BY OWNER’S REPRESENTATIVE
RECESSED 120/277V

3500K

5,400 LUMENS
NEO-RAY "S122DR"

 L84 
8FT, 2 INCH LINEAR RECESSED FIXTURE, SATIN FLUSH DIFFUSER, 0-10V DIMMING, COLOR TO BE

SELECTED BY OWNER’S REPRESENTATIVE, DAMP LOCATION RATED
SURFACE 120/277V

4000K

5,400 LUMENS
NEO-RAY "S122DR"

 M1 VANDAL RESISTANT LED STAIR LIGHTER, INTEGRAL OCCUPANCY SENSOR WALL 120/277V
3500K

3,600 LUMENS
FAIL-SAFE "HVSL4"

 P1 
LED DECORATIVE PENDANT, BRUSHED ALUMINUM FINISH, FROSTED LENS, AIRCRAFT CABLE

SUSPENSION
SUSPENDED 120/277V

3500K

8,000 LUMENS
DELRAY #IL7800-500-W30-1-D

 S1 
LED ROUND INGRADE FLOODLIGHT, ADJUSTABLE OPTICS, MEDIUM FLOOD, CLEAR LENS, STAINLESS

STEEL FINISH, IP68
INGRADE 120/277V

4000K

1,200 LUMENS
LUMIERE "3002A"

 S22 

20FT x 5IN SQUARE STRAIGHT STEEL POLE RATED FOR 10EPA AT 80MPH WIND, (2) LED LIGHT FIXTURE,

DIECAST ALUMINUM HOUSING, TYPE IV OPTICS, FIXTURE ORIENTATION AS SHOWN ON DRAWINGS,

COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE

POLE 120/277V

4000K

19,000 LUMENS

PER FIXTURE

FIXTURE - McGRAW-EDISON "GLEON"

POLE - EATON "SSS"

 S23 

20FT x 5IN SQUARE STRAIGHT STEEL POLE RATED FOR 10EPA AT 80MPH WIND, (3) LED LIGHT FIXTURE,

DIECAST ALUMINUM HOUSING, TYPE IV OPTICS, FIXTURE ORIENTATION AS SHOWN ON DRAWINGS,

COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE

POLE 120/277V

4000K

19,000 LUMENS

PER FIXTURE

FIXTURE - McGRAW-EDISON "GLEON"

POLE - EATON "SSS"

 U3 3FT LED UNDERCOUNTER LIGHT, 0-10V DIMMING SURFACE 120/277V
3500K

2,500 LUMENS
FAIL-SAFE "UCL"

 U4 4FT LED UNDERCOUNTER LIGHT, 0-10V DIMMING SURFACE 120/277V
3500K

2,500 LUMENS
FAIL-SAFE "UCL"

 W1 WALLPACK, LED, CUTOFF, TYPE IV OPTICS, COLOR TO BE SELECTED BY OWNER’S REPRESENTATIVE SURFACE 120/277V
4000K

16,800 LUMEN
LUMARK "AXCL"

 X1 
EXIT LIGHT, LED, DIECAST ALUMINUM HOUSING, BLACK WITH BRUSHED ALUMINUM FACE, RED

LETTERING, NICKEL-CADMIUM BATTERY, SINGLE FACE
SURFACE 120/277V LED SURE-LITES "CX"

GENERAL NOTES:

1.  NO LIGHT FIXTURE SUBSTITUTIONS WILL BE ACCEPTED WITHOUT PRIOR APPROVAL.

2.  TYPES SHOWN WITH AN "E" SUFFIX CONTAIN AN INTEGRAL OR REMOTE BATTERY BACK FOR EMERGENCY LIGHTING.

3.  TYPES SHOWN WITH AN "N" SUFFIX SHALL BE NIGHT LIGHTING ON AN UNSWITCHED CIRCUIT.
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112

AIR 

LOCK111

STORAGE

108

SWIFT 

WATERSTORAGE

109

ENTRY

101

BUNK

132

OUTDOOR

FITNESS

156

EXISTING

APPARATUS

BAY

107

OFFICE

117

BATT. 

CHIEFOFFICE

104

BED

STORAGE

113

BATT. 

CHIEFRR

104B

RR

124

ADA 

RR133

ADA 

RR137

KITCHEN

119

PANTRY 

C 120C

DAYROOM

121

ADA 

RR145

DINING

122

AIR 

LOCK105

PANTRY 

A 120A

PANTRY 

B 120B

LAUNDRY

142

WATCH

OFFICE

143

AIR LOCK 

/ ICE144

BATT. 

CHIEFBUNKER

GEAR

106

INTERIOR

COURTYARD

155

CORRIDOR

123

CORRIDOR

140

CORRIDOR

115

STUDY 

/WORK 

ROOM /OVERFLOW

SLEEPING

116

CORRIDOR

103

LAWN

STORAGE

110

CONNECTOR

118

GENERAL NOTES

1. REFER TO ARCHITECTURAL PLANS TO DETERMINE AREAS OF

DEMOLITION. REMOVE ALL EXISTING ELECTRICAL EQUIPMENT

IN AREAS OF DEMOLITION. REMOVE ALL EXISTING BRANCH

CIRCUIT CONDUIT AND CONDUCTORS THAT PREVIOUSLY

SERVED LIGHT FIXTURES, RECEPTACLES AND EQUIPMENT

REMOVED DURING DEMOLITION. ALL CONDUIT AND

CONDUCTORS SHALL BE REMOVED BACK TO THE PANELBOARD

THAT THEY ARE SERVED FROM.

2. PROVIDE A STRONG VERSABOX #SM-RBX-PRO-14-BLK AT ALL

LOCATIONS OF A QUADPLEX RECEPTCLE AND DATA OUTLET

MOUNTED AT 72" HIGH.  MOUNT VERSABOX INSIDE WALL STUDS

AND MOUNT QUADPLEX AND DATA OUTLETS TO VERSABOX.

PLAN NOTES
PRIOR TO INSTALLATION VERIFY THE EXACT LOCATION AND

CONNECTION REQUIREMENTS FOR ALL EQUIPMENT DESIGNATED BY

PLAN NOTES.

1. NEMA 5-20R RECEPTACLE MOUNTED ON CEILING FOR

SHORELINE POWER CONNECTION TO TRUCK.

2. BREATHING AIR MODULE (COMPRESSOR).

3. 50A WELDING OUTLET.

4. MOUNT RECEPTACLE AND DATA OUTLET 6" ABOVE OF SHELF

ATTACHED TO BED.

5. MOUNT ALL RECEPTACLES IN THIS ROOM 48" TO CENTER OF

DEVICE UNLESS NOTED OTHERWISE.

6. PROVIDE (5) CIRCUITS FOR LOW  VOLTAGE EQUIPMENT (FIRE

ALARM, SECURITY, ETC.).  THESE CIRCUITS SHALL BE

L1-34,36,38,40,42.  EXACT LOCATION OF EQUIPMENT WILL BE

DETERMINED DURING CONSTRUCTION.

7. COFFEE MAKER.  PROVIDE A 208v/20A CIRCUIT SERVED BY A

20A/2P GFI CIRCUIT BREAKER.

8. CONNECT ALL RECEPTACLES IN ROOM TO CIRCUIT NUMBER

SHOWN ON COMPLETE FLOOR PLAN BELOW.

9. 30A DRYER RECEPTACLE.  CONNECT ASSOCIATED DRYER

EXHAUST FAN DEF-1 TO CIRCUIT P4-23.

10. DISPOSAL.  MOUNT A SWITCH TO THE SIDE OF SINK ABOVE

COUNTER TO SERVE DISPOSAL.

11. RECESSED RING DOWN TELEPHONE.  PROVIDE OUTLET BOX AS

REQUIRED.  VERIFY HEIGHT WITH OWNER’S REPRESENTATIVE.

12. DISHWASHER.

13. OVEN.

14. TWO MICROWAVES MOUNTED IN MILLWORK.  PROVIDE A

DEDICATED CIRCUIT FOR EACH MICROWAVE.

15. RANGE.

16. TURN UP DATA CONDUITS AND CONDUITS FROM TELEPHONE

AND CABLE UTILITY AT THIS LOCATION.

17. CONDENSER.

18. AHU.

19. GAS WATER HEATER.

20. HOT WATER CIRCULATING PUMP.

21. ELECTRIC WATER HEATER.

22. EXHAUST FAN.

23. RADIANT HEATER.

24. ROOF TOP UNIT.

25. MAKE UP AIR UNIT.

26. KITCHEN HOOD.

27. HOOD CONTROL CABINET.

28. PROVIDE (5) CIRCUITS FOR LOW  VOLTAGE EQUIPMENT (FIRE

ALARM, SECURITY, ETC.).  THESE CIRCUITS SHALL BE

P5-34,36,38,40,42.  EXACT LOCATION OF EQUIPMENT WILL BE

DETERMINED DURING CONSTRUCTION.

29. 30A DRYER RECEPTACLE.  CONNECT ASSOCIATED DRYER

EXHAUST FAN DEF-2 TO CIRCUIT P4-25.

30. GEAR DRYING CABINET.

31. EXTRACTOR / WASHER.

32. UNIT HEATER.

33. ICE MAKER.

34. IDF CABINET.  MOUNT (2) QUADPLEX RECEPTACLES AT BOTTOM

OF CABINET.  CONNECT EACH RECEPTACLE TO A DEDICATED

CIRCUIT (P5-16 & P5-18).  INSTALL (4) 2" CONDUITS FROM IDF

CABINET TO LOCATION SHOWN BY PLAN NOTE "16" IN ROOM 112.

 

35. OVERHEAD DOOR OPERATOR.

36. PROVIDE A JUNCTION BOX ABOVE NEAREST ACCESSIBLE

CEILING FOR DOOR ACCESS CONTROL.  SERVE JUNCTION BOX

WITH CIRCUIT P6-12.  EXTEND 3/4" CONDUIT FROM JUNCTION

BOX TO DOOR FRAME.

37. DATA OUTLET MOUNTED ON CEILING.  EXTEND 3/4" CONDUIT

FROM DATA OUTLET TO ABOVE ACCESSIBLE CEILING.

38. EXTEND (3) 2" CONDUITS FROM ACCESSIBLE CEILING IN NEW

SECTION OF BUILDING TO ACCESSIBLE CEILING IN EXISTING

SECTION OF BUILDING.

39. EXTEND A 1" CONDUIT FROM THIS LOCATION TO ABOVE

ACCESSIBLE CEILING IN ROOM 143 FOR SPEAKER WIRING.

40. SURFACE MOUNT A 12"x12"x12" NEMA-12 JUNCTION BOX ON

PARAPET WALL.  EXTEND A 2" CONDUIT DOWN THROUGH WALL

TO ABOVE ACCESSIBLE CEILING IN ROOM 143.  DO NOT

PENETRATE ROOF WITH CONDUIT - CONNECT CONDUIT TO

JUNCTION BOX THROUGH THE PARAPET WALL.

41. CONNECT EXISTING GAS-FIRED UNIT HEATERS TO CIRCUITS

P5-30 AND P5-32.

42. DIGITAL BOARD.  INSTALL A QUADPLEX RECEPTACLE AND DATA

OUTLET.  VERIFY MOUNTING HEIGHT WITH OWNER’S

REPRESENTATIVE.

  

72"

72"

72"

72"

72"

72"

72"

72"

72"

72"

72"

72" 72"

72"

72"

72"

IFS-1

IFS-2

ATS

P2-23

P2-25

P2-27

P2-29 P2-31

P2-33

P2-35

P2-37

P2-39

P2-41

P5-28

P6-24,26,28

P6-18,20,22

P6-1,3,5
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3/32" = 1’-0"

SCALE: 3/32" = 1’-0"
1

TRAINING TOWER
1ST FLOOR

SCALE: 3/32" = 1’-0"
3

SCALE: 3/32" = 1’-0"
4

SCALE: 3/32" = 1’-0"
2

TRAINING TOWER
3RD FLOOR

TRAINING TOWER
ROOF

TRAINING TOWER 2ND FLOOR
AND MECHANICAL MEZZANINE
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22

22

P2-26,28,30

P1-26,28,30

 G

P1-17

ELEVATED

MECHANICAL

201

GENERAL NOTES

1. REFER TO ARCHITECTURAL PLANS TO DETERMINE AREAS OF

DEMOLITION. REMOVE ALL EXISTING ELECTRICAL EQUIPMENT

IN AREAS OF DEMOLITION. REMOVE ALL EXISTING BRANCH

CIRCUIT CONDUIT AND CONDUCTORS THAT PREVIOUSLY

SERVED LIGHT FIXTURES, RECEPTACLES AND EQUIPMENT

REMOVED DURING DEMOLITION. ALL CONDUIT AND

CONDUCTORS SHALL BE REMOVED BACK TO THE PANELBOARD

THAT THEY ARE SERVED FROM.

2. PROVIDE A STRONG VERSABOX #SM-RBX-PRO-14-BLK AT ALL

LOCATIONS OF A QUADPLEX RECEPTCLE AND DATA OUTLET

MOUNTED AT 72" HIGH.  MOUNT VERSABOX INSIDE WALL STUDS

AND MOUNT QUADPLEX AND DATA OUTLETS TO VERSABOX.

PLAN NOTES
PRIOR TO INSTALLATION VERIFY THE EXACT LOCATION AND

CONNECTION REQUIREMENTS FOR ALL EQUIPMENT DESIGNATED BY

PLAN NOTES.

1. NEMA 5-20R RECEPTACLE MOUNTED ON CEILING FOR

SHORELINE POWER CONNECTION TO TRUCK.

2. BREATHING AIR MODULE (COMPRESSOR).

3. 50A WELDING OUTLET.

4. MOUNT RECEPTACLE AND DATA OUTLET 6" ABOVE OF SHELF

ATTACHED TO BED.

5. MOUNT ALL RECEPTACLES IN THIS ROOM 48" TO CENTER OF

DEVICE UNLESS NOTED OTHERWISE.

6. PROVIDE (5) CIRCUITS FOR LOW  VOLTAGE EQUIPMENT (FIRE

ALARM, SECURITY, ETC.).  THESE CIRCUITS SHALL BE

L1-34,36,38,40,42.  EXACT LOCATION OF EQUIPMENT WILL BE

DETERMINED DURING CONSTRUCTION.

7. COFFEE MAKER.  PROVIDE A 208v/20A CIRCUIT SERVED BY A

20A/2P GFI CIRCUIT BREAKER.

8. CONNECT ALL RECEPTACLES IN ROOM TO CIRCUIT NUMBER

SHOWN ON COMPLETE FLOOR PLAN BELOW.

9. 30A DRYER RECEPTACLE.  CONNECT ASSOCIATED DRYER

EXHAUST FAN DEF-1 TO CIRCUIT P4-23.

10. DISPOSAL.  MOUNT A SWITCH TO THE SIDE OF SINK ABOVE

COUNTER TO SERVE DISPOSAL.

11. RECESSED RING DOWN TELEPHONE.  PROVIDE OUTLET BOX AS

REQUIRED.  VERIFY HEIGHT WITH OWNER’S REPRESENTATIVE.

12. DISHWASHER.

13. OVEN.

14. TWO MICROWAVES MOUNTED IN MILLWORK.  PROVIDE A

DEDICATED CIRCUIT FOR EACH MICROWAVE.

15. RANGE.

16. TURN UP DATA CONDUITS AND CONDUITS FROM TELEPHONE

AND CABLE UTILITY AT THIS LOCATION.

17. CONDENSER.

18. AHU.

19. GAS WATER HEATER.

20. HOT WATER CIRCULATING PUMP.

21. ELECTRIC WATER HEATER.

22. EXHAUST FAN.

23. RADIANT HEATER.

24. ROOF TOP UNIT.

25. MAKE UP AIR UNIT.

26. KITCHEN HOOD.

27. HOOD CONTROL CABINET.

28. PROVIDE (5) CIRCUITS FOR LOW  VOLTAGE EQUIPMENT (FIRE

ALARM, SECURITY, ETC.).  THESE CIRCUITS SHALL BE

P5-34,36,38,40,42.  EXACT LOCATION OF EQUIPMENT WILL BE

DETERMINED DURING CONSTRUCTION.

29. 30A DRYER RECEPTACLE.  CONNECT ASSOCIATED DRYER

EXHAUST FAN DEF-2 TO CIRCUIT P4-25.

30. GEAR DRYING CABINET.

31. EXTRACTOR / WASHER.

32. UNIT HEATER.

33. ICE MAKER.

34. IDF CABINET.  MOUNT (2) QUADPLEX RECEPTACLES AT BOTTOM

OF CABINET.  CONNECT EACH RECEPTACLE TO A DEDICATED

CIRCUIT (P5-16 & P5-18).  INSTALL (4) 2" CONDUITS FROM IDF

CABINET TO LOCATION SHOWN BY PLAN NOTE "16" IN ROOM 112.

 

35. OVERHEAD DOOR OPERATOR.

36. PROVIDE A JUNCTION BOX ABOVE NEAREST ACCESSIBLE

CEILING FOR DOOR ACCESS CONTROL.  SERVE JUNCTION BOX

WITH CIRCUIT P6-12.  EXTEND 3/4" CONDUIT FROM JUNCTION

BOX TO DOOR FRAME.

37. DATA OUTLET MOUNTED ON CEILING.  EXTEND 3/4" CONDUIT

FROM DATA OUTLET TO ABOVE ACCESSIBLE CEILING.

38. EXTEND (3) 2" CONDUITS FROM ACCESSIBLE CEILING IN NEW

SECTION OF BUILDING TO ACCESSIBLE CEILING IN EXISTING

SECTION OF BUILDING.

39. EXTEND A 1" CONDUIT FROM THIS LOCATION TO ABOVE

ACCESSIBLE CEILING IN ROOM 143 FOR SPEAKER WIRING.

40. SURFACE MOUNT A 12"x12"x12" NEMA-12 JUNCTION BOX ON

PARAPET WALL.  EXTEND A 2" CONDUIT DOWN THROUGH WALL

TO ABOVE ACCESSIBLE CEILING IN ROOM 143.  DO NOT

PENETRATE ROOF WITH CONDUIT - CONNECT CONDUIT TO

JUNCTION BOX THROUGH THE PARAPET WALL.

41. CONNECT EXISTING GAS-FIRED UNIT HEATERS TO CIRCUITS

P5-30 AND P5-32.

42. DIGITAL BOARD.  INSTALL A QUADPLEX RECEPTACLE AND DATA

OUTLET.  VERIFY MOUNTING HEIGHT WITH OWNER’S

REPRESENTATIVE.
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ONE-LINE DIAGRAM
NOT TO SCALE

208/120V, 225A MLO

PANEL L1
208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P1
208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P2
208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P3

PANEL MDP

 4"
STEEL REINFORCED
CONCRETE
HOUSEKEEPING PAD

6" CLEARANCE
AROUND ALL
SWITCHGEAR

90"

18"

 4"

26"

STEEL REINFORCED
CONCRETE
HOUSEKEEPING PAD

6" CLEARANCE
AROUND ALL
SWITCHGEAR

L1

26"

P4

P3

26"

8’-8"  (104")

208/120V, 600A MCB

208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P4

P5

LIGHTING
CONTROL

SWITCHGEAR IFS-1
NOT TO SCALE

72"

36"

36"

NOT TO SCALE

AUTOMATIC TRANSFER SWITCH

PROVIDE A BLANK CELL WITH 
BACKPLATE AND HINGED DOOR
IN SWITCHGEAR.

208/120V, 200KW

(2 SETS) 4"C, 4 - 350 KCMIL, 1- #1

GENERATOR

(2 SETS) 4"C, 4 - 350 KCMIL

(2 SETS) 4"C, 4 - 350 KCMIL, 1- #1

ATS
208/120V, 600A 
AUTOMATIC TRANSFER SWITCH

ATS

STEEL REINFORCED
CONCRETE
HOUSEKEEPING PAD

6" CLEARANCE
AROUND ALL
SWITCHGEAR

MDP

45"

 4"

90"

SWITCHGEAR IFS-2
NOT TO SCALE

2 "C, 4 - #4/0,  1 - #3

208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P5

P1

P2

26"

2

1

METER PEDESTAL

(2 SETS) 4"C, 4 - 350 KCMIL TO SWEPCO POLE

208/120V, 225A MLO

2 "C, 4 - #4/0,  1 - #3

PANEL P6

P6

PLAN NOTES
PRIOR TO INSTALLATION VERIFY THE EXACT LOCATION AND

CONNECTION REQUIREMENTS FOR ALL EQUIPMENT DESIGNATED BY

PLAN NOTES.

1. PROVIDE (3) SPARE 1" CONDUIT BETWEEN THE GENERATOR

AND AUTOMATIC TRANSFER SWITCH.

2. PROVIDE A BLANK CELL WITH BACKPLATE AND HINGED DOOR.

INSTALL LIGHTING CONTACTORS, TIMECLOCKS AND HOA

SWITCHES IN CELL.

NOTES:

CKT BKR
LOAD KVA LOAD DESCRIPTION NOTE

# AMP P

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING TOTAL CONNECTED KVA

RECEPTACLES

MOTORS DEMAND AMPS

KITCHEN

OTHER

SPECIAL

   

DISTRIBUTION PANEL

DEMAND KVA

-

3
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3
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3

3
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MDP

PANEL P6

35 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

600 AMP, MCB

61.5

88.3

12.7

14.5 8.4

11.9

214.1

195.3

542.5

PANEL L1

PANEL P1

PANEL P2

PANEL P3

PANEL P4

PANEL P5

SIREN

29.7

43.4

30.2

51.0

19.9

18.0

5.0

225

225

225

225

225

225

225

100

35.8

105.3

8.3

25.0

40

70

225

225

 3

 3

SPACE

SPACE

16.8

16.8 21.0

BREATHING AIR MODULE

BREATHING AIR MODULE

4.8

7.5

SPACE

SPACE

225

225

 3

 3

GENERATOR NOTES

1. PROVIDE (3) 1" CONDUITS FROM AUTOMATIC TRANSFER SWITCH

TO GENERATOR FOR CONTROL WIRING.

2. PROVIDE CONTROL WIRING AS REQUIRED BETWEEN

GENERATOR AND AUTOMATIC TRANSFER SWITCH.

3. PROVIDE (2) 1" CONDUITS WITH 3 #10 TO PANEL P6.   SERVE

FROM SPARE 20A/1P CIRCUIT BREAKERS.  CONNECT CIRCUITS

AS REQUIRED BY GENERATOR.

4. AUTOMATIC TRANSFER SWITCH SHALL BE BYPASS ISOLATION

TYPE AND SERVICE ENTRANCE RATED.
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NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

11

11

11

11

11

11

11

11

11

11

11

11

11

11

11

11

1

11

11

11

11
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1

-

-

-

-

-

21.0

SPARE

SPARE

L1

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

16.8 5.8

7.0

4.0

16.8

21.0

58.4

SPARE

LIGHTING

LIGHTING

LIGHTING LIGHTING

LIGHTING LIGHTING

LIGHTING LIGHTING

LIGHTING LIGHTING

LIGHTING LIGHTING

SPARE LIGHTING

SPARE LIGHTING

LIGHTING

LIGHTING

SPARE LIGHTING

SPARE LIGHTING

SPARE LIGHTING

LIGHTING

SPARE LIGHTING

SPARE

SPARE SPARE

SPARE

SPARE

972

972

1261 972

1353 972

861 654

1068 1157

861 1479

642

870

370

500

75

245

384

384

768

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

600 LIGHTING1100

1100

730

POLE LIGHTS

POLE LIGHTS

POLE LIGHTS

500

1500

LIGHTING CONTROL

EGRESS LIGHTING

NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

11

11

11

31

-1

-1

31

-1

-1

31

-1

-1

31

-1

-1

31

1

-1

31

-1

-1

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

-

-

-

-

--

-

-

-

 

 

 

 

 

-

-

-

-

-

7.5

25.2

RECEPTACLE

RECEPTACLE

P1

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

7.5

17.3 5.1

9.6

10.4

9.9

29.9

32.7

90.8

RECEPTACLE

RECEPTACLE

AC-1

RECEPTACLE

RECEPTACLE

RECEPTACLE AC-2

RECEPTACLE

RECEPTACLE

RECEPTACLE CU-1

RECEPTACLE

RECEPTACLE

RECEPTACLE CU-2

RECEPTACLE EF-4

RADIANT HEATER

RADIANT HEATER

EF-5

SHORELINE

SHORELINE

SHORELINE RECEPTACLE

RECEPTACLE CIRCULATING PUMP

RECEPTACLE RECEPTACLE

200 840

200 840

200 840

200 840

200 840

200 840

200 2040

400 2040

400 2040

600 2040

600 2040

600 2040

400 828

500 828

500 828

400 300

500 300

500 300

500 200

400 750

400 200

20 20

20

20

20 20

20

20

20 30

20

20

20 30

20

20

20 20

20

20

20 20

20

20

20 20

20 20

20 20

NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

-

12.5

31.2

-

-

-

-

BUNK

BUNK

P2

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

 

 

 

 

 

-

15.0

25.8

-

-

- -

-

-

2.6

-

- 14.5

14.3

14.7

43.4

43.7

121.3

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RECEPTACLE

RECEPTACLE

AC-3

RECEPTACLE -

RECEPTACLE -

RECEPTACLE AC-4

RECEPTACLE -

RECEPTACLE -

RECEPTACLE CU-3

RECEPTACLE -

RECEPTACLE -

RECEPTACLE CU-4

-

-

BUNK EF-3

BUNK -

BUNK -

RTU-2

BUNK -

BUNK -

BUNK EF-6

BUNK -

BUNK -

800 840

800 840

800 840

800 840

600 840

600 840

800 2040

800 2040

600 2040

200 2040

200 2040

800 2040

800 576

800 576

800 576

800 2832

800 2832

800 2832

800 300

800 300

800 300

20 20

20 -

20 -

20 20

20 -

20 -

20 30

20 -

20 -

20 30

20 -

20 -

20 20

20 -

20 -

20 40

20 -

20 -

20 20

20 -

20 -

1 -

1 -

1 3

1 -

1

1 3

1 -

1 -

1 3

1 -

1 -

1 3

1 -

1 -

1 3

1 -

1 -

1 3

1 -

1 -

1 3

NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

11

11

11

11

11

11

11

11

11

11

11

11

31

-1

-1

31

1

-1

31

-1

-1

-

-

-

-

-

-

-

-

-

-

-

-

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

-

-

-

-

--

-

-

-

 

 

 

 

 

-

-

-

-

-

14.2

14.8

RECEPTACLE

RECEPTACLE

P3

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

18.5

11.0 1.3

10.2

10.2

10.4

30.8

29.1

80.6

RECEPTACLE

RECEPTACLE

KEF-1

RECEPTACLE

RECEPTACLE

RECEPTACLE EF-2

RECEPTACLE

RECEPTACLE

RECEPTACLE RTU-1

RECEPTACLE

RECEPTACLE

RECEPTACLE RECEPTACLE

RECEPTACLE

RECEPTACLE

RECEPTACLE RECEPTACLE

RECEPTACLE RECEPTACLE

RECEPTACLE RECEPTACLE

RECEPTACLE

RECEPTACLE RECEPTACLE

RECEPTACLE SHORELINE

RECEPTACLE SHORELINE

RECEPTACLE SHORELINE

RECEPTACLE RECEPTACLE

800 840

1000 840

600 840

600 444

600 444

800 444

400 2832

400 2832

600 2832

800 400

600 400

600 400

800 400

800 400

800 400

600 400

600 400

600 500

400 500

400 500

600 400

20 20

20

20

20 20

20

20

20 40

20

20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

LIGHTING450
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NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

11

11

11

11

11

11

11

11

11

11

21

-1

11

11

11

11

1

21

-1

11

11

-

-

 

 

 

 

 

 

-

-

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

-

-

-

-

-

--

-

-

 

 

 

 

 

1

-

-

-

5.7

1.6

8.0

RECEPTACLE

KITCHEN HOOD

P5

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

5.7

1.5

12.2

8.0

4.6

6.9

19.4

15.3

42.4

RECEPTACLE

RECEPTACLE

DISHWASHER

RECEPTACLE RECEPTACLE

RECEPTACLE OVEN

RECEPTACLE

RECEPTACLE SPARE

RECEPTACLE

RECEPTACLE

IDF RACK

HOOD CONTROL CABINET IDF RACK

KITCHEN HOOD COFFEE MAKER

RECEPTACLE

RECEPTACLE

RECEPTACLE

RECEPTACLE SPARE

RECEPTACLE SPARE

RECEPTACLE SPARE

DISHWASHER SPARE

DISPOSAL SPARE

200 1000

200 200

200 3120

400 3120

400

400

200

750

500 750

500 1200

200 1200

500

400

400

200

200

200

200

200

1000

400

20 20

20 20

20 50

20

20 20

20 20

20

20 20

20 20

20 20

20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

20 20

NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

31

-1

-1

13

1-

1-

13

3-

--

-3

3-

--

-3

1-

1-

13

-

1-

13

1-

1-

-

-

-

-

-

-

 

 

 

 

 

-

-

-

-

-

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

-

-

-

-

-

--

-

-

-

-

 

 

 

 

 

-

1

-

-

-

-

-

18.4

OVERHEAD DOOR

P6

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

18.0

6.8

6.0

5.2

18.0

18.4

51.0

OVERHEAD DOOR

OVERHEAD DOOR

SPARE

OVERHEAD DOOR

SPARE

SPARE

SPARE

SPARE

750

750

750

750

750

750

750

750

750

750

750

750

750

750

750

750

750

30 20

20

20

20

30 20

20

20

30

30

20

30 20

20

20

30

20

NOTES:

NOTE LOAD DESCRIPTION
PHASE

LOAD

CKT BKR CKT BKR
LOAD DESCRIPTION NOTE

# AMP P AMP P #

1 A 2

3 B 4

5 C 6

7 A 8

9 B 10

11 C 12

13 A 14

15 B 16

17 C 18

19 A 20

21 B 22

23 C 24

25 A 26

27 B 28

29 C 30

31 A 32

33 B 34

35 C 36

37 A 38

39 B 40

41 C 42

LOAD TYPE
CONNECTED KVA DEMAND

KVA LOAD SUMMARY
NON CONT

LIGHTING

RECEPTACLES PHASE B KVA

MOTORS

KITCHEN TOTAL CONNECTED KVA

OTHER

SPECIAL DEMAND AMPS

   

PHASE

LOAD

P

H

PANEL

PHASE A KVA

PHASE C KVA

DEMAND KVA

-

12.8

20.1

-

20.0

-

-

DRYER RECEPTACLE

DRYER EXHAUST FAN

P4

10 KAIC

208/120 VOLT, 3 PHASE, 4 WIRE

NEMA-1, SURFACE

225 AMP, MLO

 

 

 

 

 

-

15.6

14.7

-

9.5

- -

8.4

-

2.8

-

- 17.3

17.8

15.9

51.0

52.9

146.7

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RECEPTACLE

-

EF-1

RECEPTACLE -

RECEPTACLE -

RECEPTACLE KMAF-1

RECEPTACLE -

RECEPTACLE -

RECEPTACLE

RECEPTACLE -

-

WELDING DRYING CABINET

-

DRYER EXHAUST FAN EXTRACTOR / WASHER

DRYER RECEPTACLE -

- -

-

ELECTRIC WATER HEATER

-

ICE MAKER

200 936

600 936

400 936

1000 600

800 600

200 600

200 1600

200 1600

1600

1500 3800

1500 3800

600

600 840

2250 840

2250 840

2250

2250

2250

2250

832

20 20

20 -

20 -

20 20

20 -

20 -

20 30

20 -

20 -

50 60

- -

20

20 20

30 -

- -

30 20

-

30

- 30

20

1 -

1 -

1 3

1 -

1

1 3

1 -

1 -

1 3

- -

2 2

1 1

1 -

- -

2 3

- 1

2 1

- 3

2 -

1 -

1 3

GAS WATER HEATER 500

 

 

SPARE

SPARE

20

20

400 RECEPTACLE

RANGE 300

RECEPTACLE

RECEPTACLE

400

800

MICROWAVE1200

120020

500

400

GATE OPERATOR

DOOR ACCESS

-

-

UNIT HEATER

-

-

1667

1667

1667

MICROWAVE

20

-

-

-

-

1600

1600

1600

20 SPARE 

400 RECEPTACLE

GATE OPERATOR500

UNIT HEATER

UNIT HEATER

500

500

EXHAUST FAN

-

-

UNIT HEATER

-

-

450

450

450

1667

1667

1667

-

-

-

-

RECEPTACLE 400

HVLS FANS

HVLS FANS

20

-

SPARE

SPARE

OVERHEAD DOOR

OVERHEAD DOOR

-

-

-

-

-

SPARE 20 

 

 

750

30

30

-

-

-

-

-

-

20

20

 

 

 

 

SPARE

SPARE

SPARE

SPARE

7/
1/

20
20
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